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LANGATTOMAT JALKAKYTKIMET C;Q!:.AEF'I
PSW11RFH8 ’ b
Jalkakytkin PSW 868 MHz

* Yhdistetdan langattomasti releyksikkéon, kantama jopa
80m

« Ei paristoja tai akkuja

 |P66

TUOTEKUVAUS

El PARISTOJA, El KAAPELEITA, EI RAJOITTEITA!

Sarjaan on saatavissa raja-, kdysi- tai jalkakytkin sek& painonappi ja painonappikotelo. Toimilaite yhdistetaan langattomasti releyksikkon, josta saadaan
releulostulo. Yhteen releeseen voidaan yhdistaa jopa 28 toimilaitetta. Toimilaite saa energiansa kineettisesta liike-energiasta, joka syntyy kun esim.
rajakytkimen toimipaaté painetaan. Tehdasymparistdssa kantama on 30 m ja vapaassa tilassa jopa 80 m. Liséksi on saatavissa antenni, jolla kantamaa
voidaan vahvistaa.

Tilausavain
Full cover color;
-1: Yellow
-2: Grey
Half cover color:
-7: Yellow
-8: Grey

1/../8

1/2/4, RFH8/...

- 1: Free movement Operating frequency
- 2: Lever with safety notch
- 4: Two-stage operations - RFH8: 868 MHz

- RFH9: 902 MHz



TEKNISET TIEDOT

TIEDOT
IP-luokka
Rungon materiaali
Min. kdyttélampétila

Max. kdyttélampétila

dj) RRHE (B68MH2) and RRHS {302MHz) receivers
Installation tips. Main features

The wireless signal warks at its best when the space is free between the
recemver and the transmitter.
Eliminate as far a5 possible obstacles, mastly if they are metallic!

IP66

Muovi

-25°C

70 °C
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