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MO387 JOYSTICK KAHVA
MO387 
Joystick kahva

Etuosa: jopa 5 painiketta tai 2 rullaohjainta
Takaosa: 1 painike sekä tunnistuspainike
Useita eri variaatioita

TUOTEKUVAUS
MO387 Joystick kahvassa on monikäyttöinen ja modulaarinen rakenne. Se on saatavilla oikea- ja vasenkätisenä sekä symmetrisenä versiona.

Joystick kahvan etupuolelle voidaan lisätä yhteensä jopa 5 painiketta tai 2 rullaohjainta. Vaihtoehtoisesti voidaan valita 1 rulla ohjain ja 2 painiketta tai 1
micro joystick ja 2 painiketta. 
Kahvan takaosaan voidaan sijoittaa yksi painike ja läsnäolon tunnistuspainike. Kahva sopii yhteen MO391 Joystick kannan kanssa.

Kahvan lähtö on analoginen ja sen kotelointi täyttää IP67-suojausluokan.
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Electrical Connection

0 - Without Button and Present Det.
Switch

A0 - No push button 00 - Loose Cable (27 AWG)

1 - With Button - Without Present Det.
Switch

 A1 - 1 push button 01 - Molex Micro-Fit Connector (27
AWG)

2 - Without Button-With Present Det.
Switch

A2 - 2 push button

3 - With Button and Present Det.
Switch

A3 - 3 push button 

A4 - 4 push button

A5 - 5 push button

B1 - 1 Thumbwheel left vertical with no push button

 B2 - 1 Thumbwheel left vertical with 1 push button

B3 - 1 Thumbwheel left vertical with 2 push button



B4 - 1 Rocker left vertical with no push button

B5 - 1 Rocker left vertical with 1 push button

B6 - 1 Rocker left vertical with 2 push button

B7 - 1 Toggle left vertical with no push button

B8 - 1 Toggle left vertical with 1 push button 

B9 - 1 Toggle left vertical with 2 push button

C1 - 1 Thumbwheel right vertical with no push button

C2 - 1 Thumbwheel right vertical with 1 push button 

C3 - 1 Thumbwheel right vertical with 2 push button 

C4 - 1 Rocker right vertical with no push button

C5 - 1 Rocker right vertical with 1 push button

C6 - 1 Rocker right vertical with 2 push button 

C7 - 1 Toggle right vertical with no push button

C8 - 1 Toggle right vertical with 1 push button

C9 - 1 Toggle right vertical with 2 push button

D1 - 1 Thumbwheel horizontal with no push button

D2 - 1 Thumbwheel horizontal with 1 push button 

D3 - 1 Thumbwheel horizontal with 2 push button

D4 - 1 Rocker horizontal with no push button 

D5 - 1 Rocker horizontal with 1 push button 

D6 - 1 Rocker horizontal with 2 push button

D7 - 1 Toggle horizontal with no push button 

D8 - 1 Toggle horizontal with 1 push button 

D9 - 1 Toggle horizontal with 2 push button 

E1 - Thumbwheel / Thumbwheel 

E2 - Thumbwheel / Rocker

E3 - Thumbwheel / Toggle 
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E4 - Rocker / Thumbwheel 

E5 - Rocker / Rocker

E6 - Rocker / Toggle 

E7 - Toggle / Thumbwheel

E8 - Toggle / Rocker

E9 - Toggle / Toggle

F1 - 1 Micro Joystick

G1 - 1 Micro Joystick left with 1 push button

G2 - 1 Micro Joystick left with 2 push button 

H1 - 1 Micro Joystick right with 1 push button 

H2 - 1 Micro Joystick right with 2 push button
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TEKNISET TIEDOT

IP-luokka IP67

Käyttölämpötila-alue -40 - 85 °C

Leveys 63,7 mm

Lähdöt Analoginen

Pituus 131,2 mm
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